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Sensing Innovation world with sensing technology
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Headquarter Location:  Shiga Otsu, Japan
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OPTEX People Countlng Sensor Benefits for....
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ACCURACY
All-In-One sensor capable of

image analysis and traffic data output.
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Easy install
VC-1020 \
Suface Mount
(No Drilling Required)
VC-1050
Flush Mount
Simple report Data Server on 1 License Cost QR et Desian)

Notbook or PC by 1 Project
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Specification for High Speed Accurate People Counting Sensor
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VC-1020 VC-1050
Surface Mount Flush Mount
Sensor Frame :¢ 120 mm
1 Dimensions gk )= Pl Trunk :b 94 mm
(3.34(H): 7.59(W): 1.34(D) inches)
Depth :66 mm
2 Weight Approx.220g Approx. 190g
3 Materials ABS/PC UL94 V-0
B SO hT Standard: 2.3 to 4.2m
. (Count Width 1.8m — 4.5m depending on installed height)
High Mode: 4.0 to 6.0m
(Count Width 3.0m — 4.0m depending on installed height)
5 Counting Accuracy Above 95%
. Ve tection CRijeet People (flowing movement)
*height : 1.2m to 2.0m tall (depends installation height)
7 Power R e e Sk Elns O)f DC 48V (PoE: IEEE802.3af Class 0)
DC 24V (DC Jack)
8 Electricity Consumption W
9 Wiring Distance Distance to PoE Switch 100m (109yds.)
10 Operating Environment Indoor
11 Operating Temperature 0-50 Celsius
12 Operating Humidity 30-85% Non-condensing
13 llluminance more than 100Lux
14 IP Rating 1P32
15 Certifications CE, FCC, KC, RCM CE, FCC, KC
GREEN ON : Power ON (Normal) RED FLASH  :IN
16 LED Indicator AMBER : Initializing (30 sec.) GREEN FLASH : OUT
DARK : Power OFF
17 Count Data Delivery FTP = SFTP = FTPS = TCP/IP
18 Video Image Output H.264/MPEG4 (VGA/QVGA 30/15/10fps)
19 still Image Output JPEG(QVGA)
20 Counting Method 3D Virtual Modeling
21 Setup Tool Web Based Settings(IE)
27 Recorded Data Stores past 30 days of data
(one minute increments)
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OPTEX (THAILAND) CO., LTD.
90 CW Tower (Tower B) Unit B1702 17th Fir.,
Ratchadaphisek Rd., Huai Khwang, Bangkok 10310
TEL.: +(66) 2168-3162 FAX: +(66) 2168-3163
URL http://www.optex.co.th




