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Active Infrared Door Sensor
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Model OA-72C
Cover color Silver 5% /300 mm (11.87)
Mounting height 2.0(6'7")to4.0m (13'1") A R NN
Detection area adjustments Depth -15 to 10° // // \\ N
Width 10 to +10° 4 // \\ ® _
Detection method Active infrared reflection Z —
Power supply 12 to 24 VAC (+10%) Tstrow | DEEEEEY SR PN
12 to 30 VDC (10%) i’::::vvvv // OEEEE®E \\ E el
Power consumption <1.5w(<5VAat AC) 4th row // \\ |
LED Operating indicator Green / stand-by 5th row [/ \
Red / 1st row detection ‘ G
Orange / 2nd to 5th rows detection H
Output Form C relay 50 V 0.3 A max. (resistance load)
Relay hold time Approx. 0.5 sec. Sensor setting [ : Emitting spots
Response time <0.3 sec. Depth angle adjustment : 0° : Emitting spots (can be eliminated)
Operating temperature -20 to +55°C (-4 to 131°F) Unit: m (feet,inch)
Dimensions 2 155 mm, 66.5 mm (h) A 2.20 (7'3") 2.50 (8'2") 3.00 (9'10") 3.50 (11'6") 4.00 (13'1")
Weight 3209 (11.2 07 B 0.13 (5.1") 0.15 (5.9") 0.18 (7.1") 0.21(8.3") 0.24 (9.4")
Accessories 13 m (9'10") Connection cable c 0.37 (1'3") 0.43 (1'5") 0.51(1'8") 0.60 (1'12") 0.69 (2'3")
1 Mounting template D 0.63 (2'1") 0.72 (2'4") 0.87 (2'10") 1.01(3'4") 1.16 (3'10")
Option Ivory surface mount cover E 0.93 (3'1") 1.06 (3'6") 1.28 (4'2") 1.49 (411") 1.71 (5'7")
F 1.24 (4'1") 1.41 (4'8") 1.70 (5'7") 1.98 (6'6") 2.26 (7'5")
G 1.08 (3'7") 1.24 (4'1") 1.48 (4'10") 1.73 (5'8") 1.98 (6'6")
H 1.65 (5'5") 1.88 (6'2") 2.25(7'5") 2.63 (8'8") 3.00 (9'10")
| 2.25(7'5") 2.57 (8'5") 3.08 (10'1") 3.59 (11'9") 4.10 (13'5")
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